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Particulate fouling in biomass gasifiers is a major 
problem, which may lead to inefficient operation. As the 
fouling layer grows, its thermal resistance increases 
resulting in an increase in the surface temperature of the 
fouling layer. The increase in the fouling layer surface 
temperature can lead to sintering of the layer, which 
changes the layer structure from a fragile powder to a robust 
coherent structure. The influence of the change in the 
fouling layer structure on the growth rate of particulate 
fouling is studied experimentally. Impaction experiments 
were carried out to determine the velocities at which an 
incident particle sticks, bounces off or removes particles out 
of the fouling layer as a function of fouling layer structure. 
The sticking velocity of a particle hitting a clean tube is 
determined theoretically. The sticking velocity of a bronze 
particle hitting a bronze plate is 0.006 m/s, for a powdery 
layer is 0.3 m/s and for a sintered layer is 0.04 m/s. The 
change in the heat exchanger surface from solid to powdery 
increases the sticking velocity, which consequently speeds 
up the fouling process. The further change in the heat 
exchanger surface from powdery to sintered decreases the 
sticking velocity, which reduces back the fouling process. 
The change in the fouling layer structures affects the 
sticking velocity as well as the removal velocity of incident 





During biomass gasification, particles (fly ashes) are 
entrained from the biomass into the flue gasses. These 
particles consist of refractory species, which are composed 
mainly of sulphates, chlorides (Bryers, 1996; Miles et al., 
1996) and carbon, and their size can vary between few 
microns and some 100 µm. These contaminants deposit on 
the gas-cooler heat exchangers forming an insulating layer, 
which reduces the overall heat transfer coefficient and can 
result in operation failure. The accumulation of particles on 
a heat exchanger surface forming an insulating powdery 
layer is known as particulate fouling. The growth rate of 
particulate fouling layers is determined by the difference 
between the deposition and the removal rates of particles on 
and from the fouling layer (Kern and Seaton, 1959). The 
stages of particulate fouling are illustrated in fig. 1. The 
fouling layer thermal resistance Rf, expressed in [m2K/W], 









































Fig. 1 Stages of particulate fouling. 
 
 
At the beginning of operation (a), the heat exchanger 
tubes are clean and the fouling layer growth is slow. The 
initial deposit layer (b) is likely to be of fine particles, 
which are transported by the thermophoresis mechanism 
(Rosner, 1980; Wagoner and Yan, 1991). Due to the 
temperature gradient between the gasses and the heat 
exchanger surface, the particles in the flue gasses 
experience a force in the direction towards the cooler 
surface. This so-called thermophoretic effect augments the 
transport of sub- to micrometer particles towards the heat 
exchanger surface. The velocities with which the particles 
arrive at the surface due to thermophoresis are low, and, 
therefore most of them stick to the surface. Semi-empirical 
models for calculating the particle deposition rate based on 
thermophoresis were developed by Friedlander and 
Johnstone (1957), Cleaver and Yates (1975), Wood (1981), 
Papavergos and Hedley (1984) and Fan and Ahmadi (1993). 
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Most of these models do not take into account the effect of 
particle re-entrainment on the deposition rate. Thickening of 
the fine layer results in the collection of larger particles (c), 
which are transported mainly by inertial impaction (Israel 
and Rosner, 1983). As calculated by van Beek et al. (2001), 
the transportation rate by inertia is at least one order of 
magnitude larger than thermophoresis. This does not imply 
that transportation by impaction causes a higher fouling rate 
than thermophoresis. Particles that are transported by 
impaction hit the heat exchanger surface with a velocity 
larger than the one by thermophoresis, which can cause the 
particles to bounce off or even remove other particles from 
the fouling layer. The interaction between the incident 
particle and the deposit is an important issue for modeling 
the growth rate of particulate fouling and needs to be further 
studied. 
 As the coarse particulate layer continues to grow (d), 
the thermal resistance of the layer continues to increase. 
During the development of this particulate layer, the 
temperature difference over the deposit, and therefore the 
temperature of its surface, will continuously increase. As a 
result, the fouling layer sinters. Sintering leads to the 
reduction of the void volume and reinforcement of the 
contact bridges between particles (Ristic, 1979). The degree 
of sintering depends upon the gas side temperature and 
sintering time (Wall et al., 1993). At this stage (d) where 
sintering has already started, a steady state may develop 
during the deposit growth. This steady state of deposit 
growth is known as the asymptotic behavior of particulate 
fouling and it is shown by the horizontal arrow in fig. 1. 
The asymptotic behavior has been reported by many 
researchers in different applications; in a waste incinerator 
by van Beek et al. (2001), in a coal-fired power plant by 
Bott (1988) and in a biomass/coal co-firing power plant by 
Baxter (1993). The reason behind the asymptotic behavior 
is not confirmed. At a certain stage of fouling the removal 
rate of particles from the deposit balances the deposition 
rate and that could be due to an increase in the removal rate 
or a decrease in the deposition rate.  
The objective of this research is to study the influence 
of the change in a heat exchanger surface during operation 
on the growth rate of particulate fouling layers. The incident 
velocities at which an incident particle sticks to the fouling 
layer, rebounds from the surface or removes particles from 
the fouling layer are important parameters in determining 
the growth rate of particulate fouling layers. Impaction 
experiments are carried out to determine the mentioned 
velocities for a powdery fouling layer and a sintered layer. 
The impaction experiments were carried out in a vacuumed 
column, where particles are dropped onto the prepared 
fouling layer at the bottom of the vacuumed column and the 
particles ejected due to impact were counted as a function of 
the impact speed. The model of Rogers and Reed (1984) 
was used to determine the sticking velocity for a particle 
hitting a clean tube. Based on the variation of the critical 
sticking and removal velocities as a function of the fouling 
layer structure conclusions are drawn about the influence of 
the fouling layer structure on the growth rate of particulate 




Experimental setup and experimental procedure 
 
An experimental set-up has been built to determine the 
impact speed at which an incident particle sticks, bounces 
off or removes particles out of a bed of particles. The set-up 
consists of a vacuumed column in which particles are 
released from a particle feeder onto a bed of particles. The 
particle feeder is installed in the top-segment of the column 
as shown in fig. 2.a. The vacuumed column is optically 
accessible by two windows. The trajectory of the particles is 
recorded using a digital camera system. A pulsated light 
sheet illuminates the particle several times in one camera 
image. For each particle, the impact velocity is determined 
from the average distance between two successive 
illuminations (blobs) and the rate of pulsation of the laser 
sheet. Further details about the measurement procedure and 
analysis can be found in van Beek (2001). At the bottom of 
the vacuumed column, a bed of particles was installed on a 
























Fig. 2 The experimental set-up (a) and a typical recorded 
image (b) showing a particle falling vertically onto a 
bed of particles and ejecting particles out of the bed. 
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In the experiments particles similar to the bed particles 
were dropped vertically onto the bed and the particles 
ejected due to impact were counted. The incident particle 
impact speed, angle and rebound speed were measured. The 
vertical speed of the incident particle Vi,y was varied from 
0.01 to 3.5 m/s by varying the drop height (height of the 
vacuumed column). Vi,y is the incident particle speed in the 
direction of gravity. A schematic of the experimental set-up 
and a typical recorded image of a particle falling vertically 
onto a bed of particles and ejecting particles out of the bed 
are shown in fig. 2.b.  
 
Sample preparation and particles used 
 
The particles used in the impaction experiments and the 
fouling layers preparation are spherical bronze particles of 
average diameter 54 µm with a standard deviation of + 3 
µm. The bronze particles were chosen to represent the soft 
fouling particles in biomass gasifiers that can easily deform 
under small colliding velocities, such as lead, carbon, zinc 
and magnesium (Brunner et al., 2002), which represent the 
majority of particles. The particle size distribution and a 
scanning electron microscope (SEM) image for the 
spherical bronze particles used, are shown in fig. 3. Two 
fouling layers are prepared by pouring the bronze particles 
in two sample holders of size 20 mm × 20 mm × 5 mm, and 
shaking them for 30 minutes to ensure that porosity is 
equally distributed in the layer. One sample holder is placed 
in a nitrogen tube oven for 20 hours at 500 °C to prepare a 
sintered fouling layer, the other sample holder represents a 
powdery fouling layer. A SEM image of the neck formed 
between two sintered particles in the 20-hour sample is 
shown in fig. 4. The degree of sintering is measured by the 
size of the neck formed, which is a function of the heating 
temperature and time (Frenkel, 1945; Kuczynski, 1949). 
The neck diameter X of the powdery sample is 0 µm and of 
the 20 hr-sample is 12 µm + 1 µm. The neck diameter of the 
sintered layer was measured from the SEM images taken, 
where 20 particles were checked and the average diameter 
was calculated. The average degree of sintering X/D for the 
powdery layer is 0 and for the sintered layer is 0.22, where 







Fig. 3 (a) Particle size distribution of the bronze particles 
used in the impaction experiments. The Average 
diameter is 54 mm and the standard deviation is + 3 











490 experiments were performed at different impact 
speeds. The experiments were categorized based on the 
particle post-collision behaviour. The experiment number 
and the corresponding vertical impact speed for a certain 
post-collision event, i.e. sticking, bouncing and removal are 
shown in fig. 5. As can be seen from fig. 5.a, 105 
experiments have been performed at different impact speeds 
ranging from 0.01 m/s to 0.3 m/s and they all showed 
sticking of the incident particle to the bed. The average 
impact speed for sticking is 0.13 m/s with a standard 
deviation of 0.09 m/s. The bouncing off and the removal 
cases are shown in figs. 5.b and 5.c respectively. The 
average impact speed and standard deviations are 
respectively: 0.6 + 0.22 m/s for bouncing and 1 + 0.27 m/s 
for removal. 
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(c) Range of vertical impact speeds where the incident 
particle rebounds and removes one particle. 
 
Fig. 5 The post-collision behaviour of the incident particle 
as a function of the vertical impact speed. particle (a) 
sticks, (b) bounces off and (c) rebounds and removes 
one particle out of the bed of particles. The x-axis 
represents the experiment number according to the 
sequence of the impact speed. 
 
The results shown in fig. 5 are summarized in fig. 6.a in 
which the number of particles ejected from the prepared bed 
of particles as a function of the incident particle vertical 
speed is shown. Figures 5.a and 6.a show that the incident 
particle sticks to the bed of particles if the impact speed is 
below 0.3 m/s and bounces off the bed if the impact speed is 
between 0.18 and 1.1 m/s, see figs. 5.b and 6.a. The incident 
particle can bounce off and remove one particle or more 
from the bed if the impact speed is above 0.6 m/s. We only 
show the data for the removal of one particle in fig. 5.c. 
Above a velocity of 1.5 m/s two or more particles are 
removed, but due to the available experimental conditions 
only a limited amount of data is available. As can be seen 
from fig. 6.a, there are velocity regimes at which the 
incident particle sticks, bounces off or removes particles 
from the bed of particles. The overlapping in the number of 
particles ejected is due to the variation of the local impact 
angle (Abd-Elhady, 2005), i.e. the position where the 







Fig. 6 Number of particles ejected from a powdery layer (a) 
and a sintered layer (b) due to an incident particle 
impact. The incident particle and the layer particles are 
of the same material, bronze and average diameter, 54 
µm. The average degree of sintering X/D for the 
sintered layer is 0.22 and for the powdery layer is 0. 
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The results of the impaction experiments for the 
sintered layer are shown in fig. 6.b. The critical sticking 
velocity (CSV) is defined as the maximum impact speed at 
which an incident particle sticks to a bed of particles (Abd-
Elhady et al., 2005). From the experiments it can be 
concluded that the critical sticking velocity for the sintered 
bronze layer is 0.04 m/s, which is 7.5 times lower than the 
sticking velocity for the powdery layer, 0.3 m/s. Sintering 
strengthens the bonding between the bed particles and 
therefore the particles in the sintered layer can only move as 
a whole, which consequently reduces the energy losses, due 
to an incident particle impact and therefore lowers the 
sticking velocity. The removal of a bed particle, due to an 
incident particle impact, is hardly to occur, due to the strong 
bonding between the sintered bed particles. An incident 
particle impact with an impact speed of 3.5 m/s had still not 
sufficient energy to remove a particle out of the layer, as 
have been seen from the experiments. 
 
 
THE CSV FOR A PARTICLE HITTING A CLEAN 
HEAT EXCHANGER TUBE 
 
The model of Rogers and Reed (1984) was used to 
determine the sticking velocity for a particle hitting a clean 
tube. The Rogers and Reed model describes the adhesion of 
a particle to a massive plate following an elastic-plastic 
impact based upon consideration of the energy losses during 
impact. The energy balance is as follows for a particle of 
mass m impacting normally a stationary massive plate with 






+=+ ,                      (2) 
with the left hand side of the equation the energy at the 
beginning of the collision and the right hand side the energy 
at the end of the approach phase. QA is the adhesive energy 
due to the attractive forces between the incoming particle 
and the surface, Qe is the stored elastic energy and Qp is the 
energy loss due to plastic deformation. If the stored elastic 
energy Qe is larger than the adhesive energy AQ′  required to 
separate the particle from the surface then the particle will 
rebound otherwise it will stick to the surface. The 
mentioned energy terms are calculated based on the concept 
of contact mechanics (Johnson, 1985; Thornton and Ning; 
1998), and they are determined theoretically based on the 
physical properties of the interacting particles. The above 
energy terms are described in detail in (Rogers and Reed, 
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The Rogers and Reed model was solved for bronze particles 
of diameter 54 µm hitting a massive bronze plate at 
different impact speeds and the results are depicted in fig. 7. 
The bronze particle represents the fouling particles in 
biomass gasifiers and the bronze plate represents the heat 
exchangers tubes. The physical properties of the bronze 
used in the calculations are shown in table 1. The relevant 
mechanical properties of bronze shown in table 1 were 
taken the same as those of copper. Figure 7 shows the 
variation of the coefficient of normal restitution, en, with the 
normal impact speed, Vi,n. The coefficient of restitution is 
defined as the ratio between the normal rebound speed, Vr,n, 
and the normal impact speed, Vi,n, for a particle hitting a 
massive plate. Figure 7 shows that if a bronze particle of 
diameter 54 µm hitting a bronze plate at a speed lower than 
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Fig. 7 Coefficient of normal restitution en for a bronze 
particle of diameter 54 µm hitting normally a mass 
bronze plate at different impact speeds Vi,n. 
 
 




Young’s modulus, E 
(N/m2) 1.29×10
11 
Yield strength, y (N/m2) 3×108 
Density, ρ (kg/m3) 8960 
Poisson’s ratio, ν  0.33 
Surface energy, Γ (J/m2),  
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DISCUSSION OF RESULTS 
 
The critical sticking velocity is plotted in fig. 8 for a 
bronze particle hitting fouling layers of different degrees of 
sintering X/D, where X is the diameter of the neck formed 
between the particles of the sintered layer and D is the 
diameter of the particles before sintering. The diameter of 
the bronze particles before sintering is 54 µm + 3 µm. The 
critical sticking velocity at X/D=1 is the sticking velocity 
for a fully sintered layer, i.e. a solid plate, and it was 
calculated by the model of Rogers and Reed in the previous 
section. The critical sticking velocity at a zero degree of 
sintering, i.e. a powdery layer, and at a value of 0.22 are 
taken from fig. 6. The critical sticking velocity for the 
powdery layer is 0.3 m/s, which is 7.5 times larger than that 
of a sintered layer and 50 times larger than that of a solid 
plate, i.e. a fully sintered layer. It can be concluded from 
fig. 8 that the critical sticking velocity decreases 





Fig. 8 The critical sticking velocity as a function of the 
degree of sintering X/D. Note that X is the diameter of 
the neck formed between the sintered particles and D 
is the diameter of the particles before sintering. The 
diameter of the bronze particles before sintering is 54 
µm + 3 µm. 
 
   
The critical removal velocity (CRV) is defined as the 
minimum impact speed at which an incident particle can 
remove a particle from a bed of particles. The critical 
removal velocity for the layers presented in fig. 8 are given 
in table 2 as was determined experimentally from the 
impaction experiments. The critical removal velocity for the 
powdery layer is 0.6 m/s and for the sintered layer is larger 
than 3.5 m/s, which indicates that the CRV increases with 
sintering. Sintering strengthens the adhesion force between 
the particles of a particulate layer through necking, which 
reduces the ability of an incident particle to remove particles 
from the layer. Therefore, the removal rate of particles from 
particulate fouling layers during operation of heat 
exchangers will decrease as sintering starts due to the 
increase in the critical removal velocity.  
 
 
Table 2. The critical removal velocity for the sintered layers 









velocity for the 
fouling layer 
Powdery 0 0.6  m/s 
Sintered 0.22 > 3.5 m/s 
Fully sintered 1 Not defined 
 
 
However, in order to model the growth rate of sintered 
fouling layers we should look to the removal of particles 
from the sintered layer itself and to the removal of the new 
particles deposited on the sintered layer. The critical 
removal velocities for a single powdery layer of bronze 
particles on a non-sintered bronze layer (powdery layer) and 
on a fully sintered bronze layer (solid plate) are presented in 
table 3 together with the critical removal velocity for the 
fouling layer itself. The critical removal velocity for a single 
layer of deposited particles on a fully sintered layer is 
calculated by the numerical model developed by Abd-
Elhady et al. (2004). 
The critical sticking velocity for the powdery and fully 
sintered layer is also presented in table 3. The critical 
removal velocity for a single layer of deposited particles on 
a fully sintered layer is 0.075 m/s, which is much smaller 
than the critical removal velocity for a powdery layer, 0.6 
m/s. This indicates that sintering of a fouling layer reduces 
the CRV of the newly deposited layers, which consequently 
will increase the removal rate of the newly deposited 
particles. The change in the fouling layer microstructure 
from powdery to sintered decreases the deposition rate of 
particles and increases the removal rate of newly deposited 
particles, which will result in a reduction in the fouling rate 















Table 3. The critical velocities for a powdery and a fully 
sintered bronze layers. The bronze particles are of average 













sintering, X/D 0 1 0 
Critical sticking 
velocity 0.3 m/s 0.006 m/s 50 
Critical removal 
velocity for the 
fouling layer 




velocity for a single 
powdery layer on 
the fouling layer 
0.6 m/s 0.075 m/s 8 
*X is the diameter of the neck between the sintered particle 
and D is the diameter of the particles. 
 
 
Table 3 shows the extreme conditions of particulate 
fouling, starting with a powdery layer and ending with a 
fully sintered layer. A partially sintered layer has 
intermediate values between the powdery and the fully 
sintered case as given in table 2. Once sintering has taken 
place due to the increase in surface temperature of the 
fouling layer, sintering will continue and it will never revert 
again to the powdery case, and the degree of sintering will 
increase as the sintered layer becomes thicker. Therefore, 
both the critical sticking and removal velocities will 
continue to decrease with the fouling process and sintering, 
such that the growth rate of the fouling layer becomes as 
slow as the formation of a single layer on a bare tube, which 
is known as the initiation period, see fig. 1. When the 
initiation period is longer than the characteristic sintering 
time (Tsantilis et al., 2001), the formed single layer become 
sintered and we revert again to the sintered case. In this way 
the asymptotic behaviour can possibly be explained. 
Till so far the experiments were performed where an 
incident particle hits a fouling layer perpendicularly and for 
equally sized bed of particles. Varying both the 
impingement angle and the particle size distribution of the 






As the fouling layer builds up, its thermal resistance 
increases and therefore the temperature of the outer surface 
of the fouling layer increases. When the surface temperature 
exceeds the minimum sintering temperature of the deposits, 
sintering of the outer surface occurs. A sintered fouling 
layer lowers significantly the ability for an incident particle 
to stick on the fouling layer or to remove particles out of the 
fouling layer. However, particles that are still able to deposit 
on the sintered fouling layer will not sinter immediately and 
can therefore be removed, due to an incident particle 
impact. Sintering reduces the fouling rate of heat 
exchangers by lowering the deposition rate of new particles 
and increasing the removal rate of newly deposited particles 
such that the fouling process becomes very slow as the 
formation of a single layer on a bare tube, i.e. the initiation 
period. When the initiation period is longer than the 
characteristic sintering time, the formed single layer 
becomes sintered and we revert again to the sintered case, 
which leads to a very slow fouling process known as the 





CRS critical sticking velocity 
CRV critical removal velocity 
D  particle diameter, m 
E  Young’s modulus, N/m2 
en  coefficient of normal restitution, dimensionless 
k  thermal conductivity of the fouling layer, W/mK 
m  mass of particle, kg 
QA adhesive energy between an incident particle and a 
substrate during approach, J 
AQ′  adhesive energy between an incident particle and a 
substrate during restitution, J 
Qe stored elastic energy in an incident particle during 
impact with a substrate, J 
Qp  energy loss due to plastic deformation, J 
Rf   the thermal resistance of the fouling layer, m2 K/W 
SEM scanning electron microscope 
Vi,n  normal incident speed, m/s 
Vr,n   normal rebound speed, m/s 
X  neck diameter, m 
Y  yield strength, N/m2 
δ  thickness of the fouling layer, m 
ρ   density, kg/m3 
Γ  surface energy, dimensionless  




i  incident 
n  normal 
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